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GRADE LEVEL DECK (L2) - 368 TOTAL SPACES IN DECK

BLDG. 200

RETAIL/REST.

13,480 SF

13,256 SF

BLDG. 100

RETAIL/REST.
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MAJOR PARKWAY STREET FRONTAGE TO CONSIST OF

8'-0" WIDE LANDSCAPE BUFFER

8'-0" WIDE PEDESTRIAN SIDEWALK AND

8'-0" SIDEWALK EXTENSION OR LANDSCAPE BUFFER

STREET TREE, TYP.

SPECIES TO BE SELECTED FROM FROM

CITY OF DUNWOODY GENERAL TREE

LIST AND STREET TREE (SEC. 16-116)
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AY
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PERIMETER CENTER EAST

(MINOR PARKWAY)

RETAIL PATIO AT STREETSCAPE,

TYP.

8'-0" WIDE PEDESTRIAN SIDEWALK

-  CONCRETE PAVEMENT WITH

MEDIUM BROOM FINISH AND

PAVER ACCENT BANDS TYP.

8'-0" WIDE STREET BUFFER YARD

(1' : 4" MAX. SLOPE)

ENLARGED PEDESTRIAN PLAZA AT CORNER OF

INTERSECTION PER PCID STANDARDS CONSISTING OF

COLORED CONCRETE PAVING, CONCRETE PAVERS,

AND DECORATIVE PAVER BANDS

TENNESSEE FIELDSTONE SEAT WALL

(PER PCID STANDARDS)

STREET TREE, TYP.

MINOR PARKWAY STREET FRONTAGE TO CONSIST OF

6'-0" WIDE LANDSCAPE BUFFER

6'-0" WIDE PEDESTRIAN SIDEWALK AND

6'-0" MIN. SIDEWALK EXTENSION OR LANDSCAPE

BUFFER

6'-0" WIDE STREET BUFFER YARD

(1' : 4" MAX. SLOPE)

STREET TREE, TYP.

6'-0" WIDE PEDESTRIAN SIDEWALK

-  CONCRETE PAVEMENT WITH

MEDIUM BROOM FINISH AND

PAVER ACCENT BANDS TYP.

STAIRS CONNECTING RETAIL

HARDSCAPE TO SIDEWALK

PARKING LOT CANOPY TREE, TYP.

TREES TO BE SELECTED FROM CITY

OF DUNWOODY APPROVED TREE LIST

SCREENING AT REFUSE LOCATION -

6' TALL OPAQUE FENCE OR UPRIGHT

EVERGREEN TREES (6' MIN HEIGHT)

LANDSCAPE SCREENING AT PARKING

DECK - MIXTURE OF DECIDUOUS AND

UPRIGHT EVERGREEN TREES

LANDSCAPE SCREENING AT PARKING

DECK - MIXTURE OF DECIDUOUS AND

 UPRIGHT EVERGREEN TREES

CONNECTION TO ADJACENT

DEVELOPMENT

UNDERSTORY TREE, TYP.

SPECIES TO BE SELECTED FROM FROM

CITY OF DUNWOODY GENERAL TREE

LIST AND STREET TREE (SEC. 16-116)

RETAIL PATIO AT STREETSCAPE,

TYP.

HOTEL AMENITY

AREA

HOTEL SERVICE AREA

PARKING

DECK
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LANDSCAPE NOTES
PARKING LOT LANDSCAPING

1. ALL PARKING LOT LANDSCAPE ISLANDS TO HAVE A MINIMUM PERVIOUS AREA OF 400 SQUARE FEET (SF) WITH
THE EXCEPTION OF A SINGLE ROW OF PARKING SPACES WHICH SHALL PROVIDE A MINIMUM OF 200 SF.

2. LANDSCAPE ISLANDS ABUTTING A SINGLE ROW OF PARKING MUST INCLUDE AT LEAST ONE CANOPY TREE.
LANDSCAPE ISLANDS ABUTTING A DOUBLE ROW OF PARKING MUST INCLUDE AT LEAST TWO CANOPY TREES.

3. SHRUBS SHALL BE PROVIDED IN LANDSCAPE ISLANDS AND DIVIDER MEDIANS AT A RATE OF FOUR SHRUBS PER
REQUIRED TREE. PARKING LOT SHRUBS MAY NOT EXCEED THREE FEET IN HEIGHT.

4. GROUND COVER MUST BE USED IN AREAS NOT COVERED BY TREES AND SHRUBS. TURF GRASS MAY NOT BE
USED IN ISLANDS AND DIVIDER MEDIANS.

5. PARKING LOT PERIMETER SHALL BE SCREENED FROM THE ADJACENT RIGHTS OF WAY WITH LANDSCAPING,
WALL, OR COMBINATION THEREOF THAT RESULTS IN A CONTINUOUS VISUAL SCREEN AT LEAST THREE FEET
ABOVE GRADE ALONG THE LENGTH OF THE FRONTAGE. SHRUBS USED TO SATISFY THIS REQUIREMENT SHALL
BE PROVIDED AT A RATE OF 30 SHRUBS PER 100 LINEAR FEET (LF)

LANDSCAPING SCREENING
6. GROUND MOUNTED MECHANICAL EQUIPMENT OVER 30" IN HEIGHT SHALL BE SCREENED FROM VIEW WITH A

FENCE OR HEDGE TALL ENOUGH TO CONCEAL THE EQUIPMENT.

7. REFUSE / RECYCLING CONTAINERS MUST BE SCREENED FROM VIEW OF STREETS AND ABUTTING LOTS WITH A
SOLID OR OPAQUE FENCE AT LEAST SIX FEET IN HEIGHT

LANDSCAPING PLANTING
8. DECIDUOUS TREES USED TO SATISFY CODE REQUIREMENTS SHALL BE A MINIMUM OF THREE INCHES CALIPER

AND A MINIMUM OF TEN FEET TALL.

9. EVERGREEN TREES USED TO SATISFY CODE REQUIREMENTS SHALL BE A MINIMUM OF SIX FEET TALL AT TIME
OF PLANTING.

10. SHRUBS AND ORNAMENTAL GRASSES USED TO SATISFY CODE REQUIREMENTS SHALL BE A MINIMUM OF
ONE-GALLON SIZE AT TIME OF INSTALLATION.

11. ALL REQUIRED LANDSCAPED AREAS SHALL BE COVERED WITH A BIODEGRADABLE MULCH OR GROUNDCOVER
PLANTS. ALL REQUIRED TREES AND SHRUBS TO BE LOCATED IN MULCHED PLANTING BEDS.

12. LANDSCAPE AREAS IN OR ABUTTING PARKING LOTS MUST BE PROTECTED BY CONCRETE CURBING, ANCHORED
WHEEL STOPS OR DURABLE BARRIERS APPROVED BY THE CITY ARBORIST.

LANDSCAPE NOTE
LANDSCAPE PLAN PREPARED TO DENOTE PRELIMINARY DESIGN INTENT.  PLANT SELECTION,

MATERIALS, QUANTITY AND LAYOUT SUBJECT TO REVISIONS.  ALL SUBSTITUTIONS MUST BE

APPROVED BY OWNER AND LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

0

SCALE: 

feet30 60 90

1" = 30'

LANDSCAPE LEGEND
EXISTING TREE TO REMAIN

CANOPY TREES
PARKING LOT AND STREET TREES
EXAMPLE: OAK, MAPLE, ELM, BALD CYPRESS

UNDERSTORY CANOPY TREES
UNDERSTORY STREET TREES
EXAMPLE: FRINGE TREE, HORNBEAM, REDBUD,

SERVICEBERRY, DOGWOOD

ORNAMENTAL TREES
UNDERSTORY / FLOWERING ORNAMENTAL TREES
EXAMPLE: CHERRY, CRAPE MYRTLE, CRAB APPLE

JAPANESE MAGNOLIA, KOUSA DOGWOOD

EVERGREEN TREES
EVERGREEN / SCREENING TREES
EXAMPLE: AMERICAN HOLLY, MAGNOLIA, RED

CEDAR, PINE, CYPRESS

SHRUBS / GROUNDCOVER

LANDSCAPE PLANS ARE PRELIMINARY AND SUBJECT TO CHANGE AS THE PROJECT PROGRESSES. PLANT
MATERIALS SHOWN FOR CONCEPT AND GENERAL COMPLIANCE WITH ZONING. TREE SPECIES AND LOCATIONS ARE
SUBJECT TO SUBSTITUTION WITH SIMILAR MATERIALS FROM THE CITY OF DUNWOODY GENERAL TREE LIST (SEC.
16-116) EX. CANOPY TREES FOR CANOPY TREE.

THE UTILITIES SHOWN FOR THE CONTRACTORS CONVENIENCE ONLY. THERE MAY BE OTHER UTILITIES NOT SHOWN
ON THESE PLANS. THE LANDSCAPE ARCHITECT ASSUMES NO RESPONSIBILITY FOR THE LOCATIONS SHOWN AND IT
SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL UTILITIES WITHIN THE LIMITS OF THE WORK. ALL
DAMAGE MADE TO EXISTING UTILITIES DURING CONSTRUCTION LIES WITH THE CONTRACTOR.

SCALE:

1

ZONING SITE PLAN

1" = 30'-0"

AutoCAD SHX Text
ONLY



001

002

003

004

005

007

006

008

014

015

016

017

018

024

025

027

028

030

033

032

039

040

041

042 045

044

047

050

051

052

048

059

055

053

054

056

057

049

058
060

061

063

064

065

066

067

068

069

071

070

072

073

075

074

076

077

079

080

081

082

083
084

085

086

087

088

089

090

091

092

093

095

094

096

097

098

100

103

105

104

106

101

102
099

107

108

110

111

114

115

116

145

109

117

118

120

121

123

122

125

126

127

129

130

131

132

134

136

138

140

141

142

143

146

147

148

149

150

151

152

153

154

155

156

160

159

158

157

162

163

164

165

166

167

168

169

171

172

174

173

179

182

181

178

180

186

187

189

190

183

185

184

192

191

188

194

195

193

196

199

198

197

200

201

202

203

205

204

206

207

208

209

210

211

212

213

216

217

218

219

220

221

223

224

222

225

230

226

228

229

231

233

235

234

227

PERIMETER CENTER EAST

(MINOR PARKWAY)

SHEET NO:

I
S

S
U

E
 
D

E
S

C
R

I
P

T
I
O

N
D

A
T

E
:

N
O

.

P
R

O
J
E

C
T

N
U

M
B

E
R

:

S
H

E
E

T
 
N

A
M

E
:

D
A

T
E

:

I
S

S
U

E
 
S

C
H

E
D

U
L

E

8
4
 
P

E
R

I
M

E
T

E
R

 
C

E
N

T
E

R
 
W

E
S

T

D
U

N
W

O
O

D
Y

,
 
G

E
O

R
G

I
A

 
3
0
3
3
8

P
E

R
I
M

E
T

E
R

 
C

E
N

T
E

R
 
E

A
S

T

C
I
T

Y
 
O

F
 
D

U
N

W
O

O
D

Y
,
 
G

A

P
R

O
J
E

C
T

A
J
C

D
E

S
I
G

N

G
R

O
U

P

7
7

0
.

3
3

0
.

0
8

1
4

1
9

9
1

 
W

O
O

D
L

A
N

D
 
W

A
Y

D
U

N
W

O
O

D
Y

,
 
G

A
 
3

0
3

3
8

O
W

N
E

R
S

T
A

M
P

N O R T H

T1.1

T
R

E
E

S
U

R
V

E
Y

1
9

0
1

2
0

1

0
9

/
0

3
/
2

0
1

9

TREE SURVEY NOTE
TREE SURVEY PERFORMED BY OTHERS. SEE SPECIMEN TREE REPORT FOR ADDITIONAL

INFORMATION REGARDING CONDITION OF EXISTING SPECIMEN TREES. DEAD TREES ON SITE

ARE NOT SHOWN ON PLAN OR IN TREE INVENTORY LIST.
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LANDSCAPE NOTES
PARKING LOT LANDSCAPING

1. ALL PARKING LOT LANDSCAPE ISLANDS TO HAVE A MINIMUM PERVIOUS AREA OF 400 SQUARE FEET (SF) WITH
THE EXCEPTION OF A SINGLE ROW OF PARKING SPACES WHICH SHALL PROVIDE A MINIMUM OF 200 SF.

2. LANDSCAPE ISLANDS ABUTTING A SINGLE ROW OF PARKING MUST INCLUDE AT LEAST ONE CANOPY TREE.
LANDSCAPE ISLANDS ABUTTING A DOUBLE ROW OF PARKING MUST INCLUDE AT LEAST TWO CANOPY TREES.

3. SHRUBS SHALL BE PROVIDED IN LANDSCAPE ISLANDS AND DIVIDER MEDIANS AT A RATE OF FOUR SHRUBS PER
REQUIRED TREE. PARKING LOT SHRUBS MAY NOT EXCEED THREE FEET IN HEIGHT.

4. GROUND COVER MUST BE USED IN AREAS NOT COVERED BY TREES AND SHRUBS. TURF GRASS MAY NOT BE
USED IN ISLANDS AND DIVIDER MEDIANS.

5. PARKING LOT PERIMETER SHALL BE SCREENED FROM THE ADJACENT RIGHTS OF WAY WITH LANDSCAPING,
WALL, OR COMBINATION THEREOF THAT RESULTS IN A CONTINUOUS VISUAL SCREEN AT LEAST THREE FEET
ABOVE GRADE ALONG THE LENGTH OF THE FRONTAGE. SHRUBS USED TO SATISFY THIS REQUIREMENT SHALL
BE PROVIDED AT A RATE OF 30 SHRUBS PER 100 LINEAR FEET (LF)

LANDSCAPING SCREENING
6. GROUND MOUNTED MECHANICAL EQUIPMENT OVER 30" IN HEIGHT SHALL BE SCREENED FROM VIEW WITH A

FENCE OR HEDGE TALL ENOUGH TO CONCEAL THE EQUIPMENT.

7. REFUSE / RECYCLING CONTAINERS MUST BE SCREENED FROM VIEW OF STREETS AND ABUTTING LOTS WITH A
SOLID OR OPAQUE FENCE AT LEAST SIX FEET IN HEIGHT

LANDSCAPING PLANTING
8. DECIDUOUS TREES USED TO SATISFY CODE REQUIREMENTS SHALL BE A MINIMUM OF THREE INCHES CALIPER

AND A MINIMUM OF TEN FEET TALL.

9. EVERGREEN TREES USED TO SATISFY CODE REQUIREMENTS SHALL BE A MINIMUM OF SIX FEET TALL AT TIME
OF PLANTING.

10. SHRUBS AND ORNAMENTAL GRASSES USED TO SATISFY CODE REQUIREMENTS SHALL BE A MINIMUM OF
ONE-GALLON SIZE AT TIME OF INSTALLATION.

11. ALL REQUIRED LANDSCAPED AREAS SHALL BE COVERED WITH A BIODEGRADABLE MULCH OR GROUNDCOVER
PLANTS. ALL REQUIRED TREES AND SHRUBS TO BE LOCATED IN MULCHED PLANTING BEDS.

12. LANDSCAPE AREAS IN OR ABUTTING PARKING LOTS MUST BE PROTECTED BY CONCRETE CURBING, ANCHORED
WHEEL STOPS OR DURABLE BARRIERS APPROVED BY THE CITY ARBORIST.

0

SCALE: 

feet30 60 90

1" = 30'

TREE DENSITY CALCULATIONS
TREES BOTANICAL / COMMON NAME CAL SIZE CONT QTY

AR Acer rubrum / Red Maple 4" Cal. B&B 6

AA Amelanchier arborea `Autumn Brilliance` / Downy Serviceberry 4" Cal. B&B 4

CB Carpinus betulus `Fastigiata` / Pyramidal European Hornbean 4" Cal. B&B 4

CV Chionanthus virginicus / White Fringetree 4" Cal. B&B 18

IA Ilex opaca / American Holly - 8` Min Height B&B 14

LS Liquidambar styraciflua `Slender Silhouette` / Columnar Sweet Gum 4" Cal. B&B 9

LA Liriodendron tulipifera `Arnold` / Arnold Tulip Poplar 4" Cal. 6

MA Magnolia grandiflora `Alta` / Alta Magnolia - 10` Min Height B&B 13

QP Quercus phellos / Willow Oak 4" Cal. B&B 11

TE Thuja occidentalis `Emerald` / Emerald Arborvitae - 8` Min Height B&B 12

UP Ulmus americana `Princeton` / American Elm 4" Cal. B&B 6

PLANT SCHEDULE

THE UTILITIES SHOWN FOR THE CONTRACTORS CONVENIENCE ONLY. THERE MAY BE OTHER UTILITIES NOT SHOWN
ON THESE PLANS. THE LANDSCAPE ARCHITECT ASSUMES NO RESPONSIBILITY FOR THE LOCATIONS SHOWN AND IT
SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL UTILITIES WITHIN THE LIMITS OF THE WORK. ALL
DAMAGE MADE TO EXISTING UTILITIES DURING CONSTRUCTION LIES WITH THE CONTRACTOR.

TREES COMMON NAME

AR Red Maple

AA Downy Serviceberry

CB Pyramidal European Hornbean

CV White Fringetree

IA American Holly

LS Columnar Sweet Gum

LA Arnold Tulip Poplar

MA Alta Magnolia

QP Willow Oak

TE Emerald Arborvitae

UP American Elm

PLANT SCHEDULE
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